
TIGER 180 TO 230 DC-AC/DC HIGHT/ULTRA

The one-button 
control panel clearly 
indicates all selected 
settings, allowing 
easy reading and 
quick location of the 
parameters you want 
to vary.

TIG welding units portable

Overview of the highlights

Torch cooling: Gas or water (W)
Ventilation system: Protects internal life from pollution
Storage drawer: Consumables are always ready to hand
Job memory: Up to 99 jobs
Generator suitable: Also suitable for smaler generators
Robust casing: Electronics is optimally protected even when 
it falls up to 90 cm

Welding technology
HYPER.PULS
HYPER.SPOT
DUAL.WAVE

Welding processes
TIG
TID AC/DC
MMA

REHM TIGER® High 180-230 DC and AC/DC power 
and maximum mobility

The key factors of the new REHM TIGER® welding 
units are a wide range of functions, performance, 
mobility and reliability. The combination of efficien-
cy and low weight makes them the ideal welding 
current sources for portable use on construction 
sites, for service orders and repair welding. With an 
optional water cooling system and a DC or AC/DC 
welding unit option, the versatile TIGER® TIG wel-
ding units are the perfect solution for welding steel, 
stainless steel and aluminium in every situation.

TIGER® welding units are available in the 
HIGH and ULTRA versions
TIG inverter welding machine with many types
REHM TIGER® in all types
A TIGER® TIG welding unit of the HIGH version 
offers a great number of functions as standard. The 
ULTRA version includes two additional options; the 
17.5 kHz hyperpulse technology and the dual wave 
technology. The ULTRA version also has over 99 
memory locations for recurring welding programs 
and an extended scope for individually setting diffe-
rent welding parameters. Both versions are available 
as DC or AC/DC models for welding aluminium and 
with optional water cooling.

Application-optimised process control and 
easy operation
The processor control of the new TIGER® TIG wel-
ding units has been optimised to support the user. 
The process control with DUAL.WAVE HYPER.
PULS, AC HYPER.PULS, DC HYPER.PULS and 
HYPER.SPOT DC/AC supports new welding proces-
ses for perfect welding results in steel and aluminium. The operation of the unit has also been further improved. 
In addition to the single-knob operation, function buttons have been provided to enable fast and reliable opera-
tion of the new welding units.
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TIG welding units portable

It must also be coupled with a cooled torch, only 
on demand, it cannot be coupled with a machine 
already sold, it must be factory installed.

Cooling module

Apasol

Maximum mobility and functional design
Integrated storage drawer inside the TIG welding machine 
TIGER
Integrated storage drawer for consumables
TIGER® TIG welding units are available as DC and AC/DC 
versions for welding aluminium and, with a weight of 7.9 kg, 
are the lightest in their class. The optional cooling units are 
specially designed for portable use and are lighter than all 
comparable devices. The large handle and a wide, com-
fortable carrying strap provide optimum comfort. The open 
design allows hose packs and cables to be simply rolled up 
on the handle of the welding unit.

The possibility to operate a TIGER® welding unit using long 
extension cables up to 100 meters in length is a further 
advantage. Generator frequency tracking ensures that 
TIGER® welding units can work together without problems 
on smaller generators. And the new ventilation system 
reliably prevents the penetration of dust and dirt particles 
into the housing. The very robust plastic housing, a floating 
carrier plate and the mechanically decoupled rotary knob 
means that the electronics in the TIGER® welding unit can 
withstand falling form a height of up to 90 cm. The storage 
space integrated into the handle is also a practical detail. 
This can be used to store electrodes and gas nozzles that 
are always to hand.


